Clear globe (Cat. No. 43307) is recommended for use; 
but a globe with sand blasted bottom (Cat. No. 43750) 
will be furnished on order. 

INSTALLATION 

It is evident from the construction of the lamp that 
it must be installed in such a way that the free circu¬ 
lation of air about the top, which acts as a chimney, is 
not interfered with. Be careful to connect the positive 
terminal of the lamp to the positive side of the circuit. 
When facing the leading-in cables, the right-hand 
cable is positive; the upper electrode is positive. If 
the lamp is connected properly, the arc will be of a 
brilliant white color, but if . the leads are reversed, a 
thin green arc will be observed, which will rupture 
repeatedly, causing the lamp to jump. This will de¬ 
stroy the upper electrode very quickly. 

The special composition Luminous Arc Lamp Elec¬ 
trodes are coated, before shipment, with oil to prevent 
rusting of the iron enclosing tubes. 

As a further precaution these electrodes should be 
kept in a warm, dry place. 

ADJUSTMENT 

The adjustments are few and easily made. The 
length of the arc is controlled by the adjustable stop 
on the left-hand guide rod. The starting, or pick-up, 
voltage is approximately 75 volts. To increase the arc 
voltage, raise the stop, and to decrease the voltage, 
lower the stop, after which the lower electrode rod 
should be tripped and then pushed up again, as in 
trimming. The shunt magnet is adjusted by raising or 
by lowering the armature disk and the check nut. If the 
lamp feeds too often, the disk should be turned to the 




